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System Requirements 


Computer: 


— PC with a Pentium 2, 400 MHz or faster processor 
(A Pentium 3, 500 MHz or faster processor is recommended. ) 


Operating system: 

— Microsoft Windows XP Home Edition/Professional, Windows 2000 
Available hard disk space: 

— Approximately 20~26 MB 

Memory: 

— 128 MB or more 

Interface: 

— 10Base-T/100Base-TX/1000Base-T Ethernet 
— USB 2.0 or later 

— Parallel (IEEE 1284) 

Compatible printer: 

— magicolor 5450 


Starting the Firmware Updater 


Before starting the firmware updater, turn on the printer, and make sure 
that it is correctly connected. 








1 


Download the firmware updater from the web site. 


2 Double-click “5450Gxxxxxxxx.exe”. 





System Requirements 


3 The printer name and firmware version are displayed. Click the [Next] but- 
ton. 


fe The Updater 


This tool is for updating the firrnware. 


Printer name: KONICA MINOLTA magicolor 5450 


Firmware version: GO1601 





4 The license agreement is displayed. Select “I agree”, and then click the 
[Next] button. 


fe The Updater 


Licence 


In consideration of payment of the license fee, which is a part of the purchase price, 
KONICA MINOLTA grants to you a non-exclusive right to use the software subject to the 
following conditions: 


KONICA MINOLTA grants to you a non-exclusive right to use the software, without the 
right to distribute, rent, sub-license, or lease the software or documentation. You may 
not alter, modify, or adapt the software or documentation, including but not limited to, 
translating, decompiling, disassembling, creating derivative works, or reverse 
engineering. 

The software product may be duplicated or copied as specified in the manual for your 
own personal use and all removable copies must bear the copyright notice contained 
on the original software. However, the software may not be duplicated for the purposes 


of resell or distribution. a 


© |do not agree 
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5 The list of printer drivers is displayed. Select the appropriate connection 
for the environment where the printer is being used. 


fc The Updater 


Please select the port for updating. 
Printer driver list: 





KONICA MINOLTA mc5450 PCL6 





@ Network port 
© Local port 





© Printer IP address 

















For a Network Connection Select “Network port”. — Continue 
with page 5. 

For a Local Connection Select “Local port”. — Continue with 
page 8. 

When Specifying the IP Address of | Select “Printer IP address”. — Con- 

the Printer tinue with page 11. 

















Bey If you select “Network port” or “Local port’, make sure that the 
printer driver has been installed. 
If you select “Printer IP address”, the firmware can be updated even 
if a printer driver is not already installed. 





Starting the Firmware Updater 


For a Network Connection 


When “Network port” is selected, a list of printer drivers for the network port 
appears. 


1 Select the printer driver, and then click the [Next] button. 


fe The Updater. 


Please select the port for updating. 
Printer driver list: 


KONICA MINOLTA mc5450 PCL6 





@ Network port 
© Local port 


C Printer IP address 





2 A message appears, requesting confirmation to update the firmware. 
Click the [Start] button to begin transferring the firmware. 


fic The Updater 


Please do not update the firmware during printing. 


And, please do notturn off the printer during updating. 


Ifyou are ready, please start now. 
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3 The result of the firmware transfer is displayed. Click the [Exit] button. 


fe The Updater 


Spooling of the firmware updating data is completed normally. 


Please never turn off the printer until the message that data writing is completed is 
displayed on the printer panel. 


Update again 











Bes If the firmware was successfully updated, the printer will automatically 
restart. 
Do not turn off the printer while its firmware is being updated. 





For a Network Connection 


If Spooling of the Data Fails 


If spooling of the data fails, the following message appears. 





Bes If spooling fails, data may remain in the printer spooler. Delete this 
data, and then try again. 


— (Windows XP) 
Click “Printers and Faxes” in the Start menu, and then dou- 
ble-click the appropriate printer icon. Select “5450Gxxxxxxxx” 
below “Document Name”, and then click “Cancel All Docu- 
ments’ in the Printer menu or “Cancel” in the Document menu. 


— (Windows 2000) 
Click “Printers” in the Start menu, and then double-click the 
appropriate printer icon. Select “5450Gxxxxxxxx’” below “Docu- 
ment Name’, and then click “Cancel All Documents’ in the 
Printer menu or “Cancel” in the Document menu. 


1 Click the [OK] button. 


5450G01601BPRI 


'X) Spooling of data has failed. 





2 Check that the printer is ready and that it is correctly connected, and then 
click the [Update again] button. 


fiz The Updater. 


Spooling of the firmware updating data has failed. 


Please check ifthe printer is ready and connected correctly, and then retry. 


Update again 
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For a Local Connection 


When “Local port” is selected, a list of printer drivers for the local port 
appears. 


1 Select the printer driver, and then click the [Next] button. 


fc The Updater 


Please select the port for updating. 
Printer driver list: 


KONICA MINOLTA mc5450 PCLE 
KONICA MINOLTA mc5450 PS 


Network port 
@ Local port 


C Printer IP address 





2 A message appears, requesting confirmation to update the firmware. 
Click the [Start] button to begin transferring the firmware. 


fc The Updater 


Please do not update the firmware during printing. 


And, please do notturn off the printer during updating. 


Ifyou are ready, please start now. 








8 For a Local Connection 


3 The result of the firmware transfer is displayed. Click the [Exit] button. 


fe The Updater 


Spooling of the firmware updating data is completed normally. 


Please never turn off the printer until the message that data writing is completed is 
displayed on the printer panel. 


Update again 











Bad If the firmware was successfully updated, the printer will automatically 
restart. 
Do not turn off the printer while its firmware is being updated. 





For a Local Connection 9 


If Spooling of the Data Fails 


If spooling of the data fails, the following message appears. 





Bes If spooling fails, data may remain in the printer spooler. Delete this 
data, and then try again. 


— (Windows XP) 
Click “Printers and Faxes” in the Start menu, and then dou- 
ble-click the appropriate printer icon. Select “5450Gxxxxxxxx” 
below “Document Name”, and then click “Cancel All Docu- 
ments’ in the Printer menu or “Cancel” in the Document menu. 


— (Windows 2000) 
Click “Printers” in the Start menu, and then double-click the 
appropriate printer icon. Select “5450Gxxxxxxxx” below “Docu- 
ment Name’, and then click “Cancel All Documents’ in the 
Printer menu or “Cancel” in the Document menu. 


1 Click the [OK] button. 


5450G01601BPRI 


'X) Spooline of data has failed. 





2 Check that the printer is ready and that it is correctly connected, and then 
click the [Update again] button. 


fc The Updater 


Spooling of the firmware updating data has failed. 


Please check ifthe printer is ready and connected correctly, and then retry. 


Update again 
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For a Local Connection 


When Specifying the IP Address of the 
Printer 


When “Printer IP address’ is selected, the “Printer IP address” box 
becomes available. 


1 Type in the IP address, and then click the [Next] button. 


fiz The Updater. 


Please select the port for updating. 
Printer driver list: 








© Network port 
© Local port 


@ Printer IP address 192.168.1.3 


Next 





2 A message appears, requesting confirmation to update the firmware. 
Click the [Start] button to begin transferring the firmware. 


fe The Updater 


Please do not update the firmware during printing. 


And, please do notturn off the printer during updating. 


Ifyou are ready, please start now. 
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3 The result of the firmware transfer is displayed. Click the [Exit] button. 


fe The Updater 


Transferring of the firmware updating data is completed normally. 


Please never turn off the printer until the message that data writing is completed is 
displayed on the printer panel. 


Update again 











Bes If the firmware was successfully updated, the printer will automatically 
restart. 
Do not turn off the printer while its firmware is being updated. 
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When Specifying the IP Address of the Printer 


If Transferring of the Data Fails 


If transferring of the data fails, the following message appears. 
1 Click the [OK] button. 


5450G01601BPRI 


'X) Transferring of data has failed, 





2 Check that the printer is ready and that it is correctly connected, and then 
click the [Update again] button. 


fe The Updater 


Transferring of the firmware updating data has failed. 


Please check ifthe printer is ready and connected correctly, and then retry. 


Update again 
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When Specifying the IP Address of the Printer 
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System Requirements 


Computer: 


— Apple Macintosh computer with a PowerPC G3 or later processor 
(A PowerPC G4 or later is recommended.) 


Operating system: 

— MacOS X 10.2 or later (We recommend installing the newest patch.) 
Available hard disk space: 

— Approximately 30~42 MB 

Memory: 

— 128 MB or more 

Interface: 

— 10Base-T/100Base-TX/1000Base-T Ethernet 

Compatible printer: 

— magicolor 5450 


Starting the Firmware Updater 


Before starting the firmware updater, turn on the printer, and make sure 
that it is correctly connected. 








1 


Download the firmware updater from the web site, and then decompress 
it. 


2 Double-click “5450Gxxxxxxxx". 
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System Requirements 


3 The printer name and firmware version are displayed. Click the [Next] but- 











ton. 
eOo° The Updater 
This tool is for updating the firmware. 
Printer name: KONICA MINOLTA magicolor 5450 
Firmware version: G01601 
Next ) £ Exit 











4 The license agreement is displayed. Select “I agree’, and then click the 
[Next] button. 


eO° The Updater 


Licence 








In consideration of payment of the license fee, which is 
a part of the purchase price, KONICA MINOLTA grants to 
you a non-exclusive right to use the software subject to 
the following conditions: 


KONICA MINOLTA grants to you a non-exclusive right to _ 
use the software, without the right to distribute, rent, a 


cith lanawen av lanca tha enfrumen ne danimantntiann ¥ 


Odo not agree 





a > . 
@ | agree Next (exit 
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5 The screen for specifying the IP address of the printer appears. 





Q The Updater 





Please enter the printer IP address. 





Next Exit 








6 Type in the IP address, and then click the [Next] button. 


(s) The Updater 





Please enter the printer IP address. 


192, 168. 1.3 ‘| 





»~ £6 . 
Next : Exit 














T A message appears, requesting confirmation to update the firmware. 
Click the [Start] button to begin transferring the firmware. 


tf Please do not update the firmware during printing. 


And, please do not turn off the printer during 
updating. 


If you are ready, please start now. 





€ stat 4 € exit 4 

















18 Starting the Firmware Updater 


8 The result of the firmware transfer is displayed. Click the [Exit] button. 


80 The Updater 





Transferring of the firmware updating data is completed 
normally. 


Please never turn off the printer until the message that data 
writing is completed is displayed on the printer panel. 





ra » «£ 
Update again } Exit 

















restart. 
Do not turn off the printer while its firmware is being updated. 


Bes If the firmware was successfully updated, the printer will automatically 
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If Transferring of the Data Fails 


If transferring of the data fails, the following message appears. 
1 Click the [OK] button. 





Tranferring of the firmware updating data 
has failed. 


2 Check that the printer is ready and that it is correctly connected, and then 
click the [Update again] button. 





80 The Updater 





Transferring of the firmware updating data has failed. 


Please check if the printer is ready and connected correctly, 
and then retry. 





» 
Update again ( Exit 
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